FLOOR

6" TYPICAL WIDTH OF TRENCH
(SEE SANITARY PIPE BEDDING DETAIL)

#1 & 2 CRUSHED WASHED STONE ENCASEMENT

FOR NOTES NOT SHOWN HERE
SEE DETAIL BELOW.

ROCK EXCAVATION LIMITS

ROCK SECTION

FLOW

SEE TYPICAL SANITARY PIPE BEDDING DETAILS

D/2 + 6"

SPRINGLINE

D/2

6"

D + 1' - 0" IN ROCK

FLOW

SEE TYPICAL SANITARY LATERAL DETAIL

6" MIN

4" OR 6" 22½° BENDS

UNDISTURBED EARTH

4" OR 6" P.V.C. SANITARY LATERAL PIPE RISER
SDR-21 OR SCHEDULE 40 4'-0" MINIMUM LAYING LENGTH

#1 & 2 CRUSHED WASHED STONE ENCASEMENT

WYE FITTING FOR NEW SANITARY SEWER, INSERTA-TEE OR WYE SADDLE FOR EXISTING SANITARY SEWER

SANITARY SEWER MAIN

UNDISTURBED SUB-GRADE

VARIES

EARTH EXCAVATION

SANITARY LATERAL RISER DETAIL

TOWN OF HENRIETTA

SCALE: N.T.S.

DATE: 11/15/2011

SA-06