
MANHOLE FRAME & COVER

FILL EXTERIOR & INTERIOR JOINT WITH NON-
SHRINK GROUT & SEALED WITH 2 COATS OF
DURALKOTE 500 ULTRA HIGH BUILD EPOXY
LINER OR APPROVED EQUAL (MIN. 16 MILLS.
DRY)

PRECAST REINFORCED CONCRETE TOP SLAB
A.S.T.M. C-478

PRECAST CONC. GRADE RINGS - MAX. 8" WITH
CEMENT MORTAR ALL AROUND AND 2 COATS
OF DURALKOTE 500 ULTRA HIGH BUILD EPOXY
LINER OR APPROVED EQUAL.
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NOTES:

1. REFER TO MANHOLE INVERT CONFIGURATION & DIMENSIONS
DETAIL FOR MANHOLE DIAMETER "A" OR "B".

2. PRECAST CONC. MANHOLE WALL & SLAB MINIMUM THICKNESS
    MANHOLE DIAMETER   4FT.   5FT.   6FT.
  A. TOP SLAB           6"     8"     8"
  B. RISER WALL         5"     6"     7"
  C. BOTTOM SLAB        8"     8"     8"

6"

FLOW

EXTERIOR & INTERIOR OF PRECAST CONCRETE
S E CTI ONS  C OVE R ED  WIT H 2  COA T S OF
KOPPERS BITUMASTIC 300M, SUPER SERVICE
BLACK (MIN. 16 MILLS DRY) OR APPROVED
EQUAL

STEEL REINFORCED COPOLYMER POLYPROP-
YLENE MANHOLE STEPS AT 12" O.C. (TYP.)

LIMIT OF EXCAVATION

MIN. 6" FOUNDATION BEDDING

24" DIA. OPENING

FINISHED GRADE

SUITABLE BACKFILL MATERIAL IN 6"
COMPACTED LIFTS

UNDISTURBED EARTH

JOINT GASKET "O" RING A.S.T.M. C-443
(TYP.)

1" SQ. JOINT SEALANT (TYP.)

PRECAST REINFORCED CONC. RISER
SECTIONS A.S.T.M. C-478 (TYP.)

PRECAST REINFORCED CONCRETE
MONOLITHIC BASE A.S.T.M. C-478
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"A" or "B"
DIAMETER VARIES

12"
MAX.

8" MIN.

6" MIN.

P R E FOR M E D  O P E NI NG  B Y  P R E CA S T
M A N H O L E  M A N U F A C T U R E R .   F I L L
VOID WITH NON-SHRINK GROUT OR WITH
APPROVED PRECAST MANHOLE FLEXIBLE
PIPE CONNECTOR, A.S.T.M. C-923
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STORM MANHOLE DETAIL
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